
46 ServicingYour Honda

Throttle
RefertoSafetyPrecautions onpage19.

ThrottleFreeplay

LowerAdjustment
Theloweradjusterisusedformajorfreeplay
adjustment,suchasafterreplacingthethrottle
cablesorremovingthecarburetor.Itisalsoused
ifyoucannotgettheproperadjustmentwiththe
upperadjuster.(1)

(1) (+)

(–)

(2)

(3)

(1)dustcover (+)increasefreeplay
(2)locknut (–)decreasefreeplay
(3)adjuster

1. Pullthedustcover(1)back.
2. Loosenthelocknut(2).
3. Turntheadjuster(3)indirection( –)to

decreasefreeplay,andindirection(+)to
increasefreeplay.

4. Tightenthelocknuttothespecifiedtorque.
3.0lbf·ft(4.0N·m,0.4kgf·m)

5. Operatethethrottlegriptoensurethatit
functionssmoothlyandreturnscompletely.

6. Installthedustcover.

Ifyoucan’tgetthefreeplaywithinthespecified
range,contactyourdealer.

1. Pullthedustcover(1)back.
2. Loosenthelocknut(2).
3. Turntheadjuster(3).

Turningtheadjusterindirection( –)will
decreasefreeplayandturningitindirection
(+)willincreasefreeplay.

4. Tightenthelocknuttothespecifiedtorque.
3.0lbf·ft(4.0N·m,0.4kgf·m)
Returnthedustcovertoitsnormalposition.

5. Afteradjustment,checkforsmoothrotationof
thethrottlegripfromfullyclosedtofully
openinallsteeringpositions.
Iftheadjusteristhreadedoutnearitslimitor
thecorrectfreeplaycannotbereached,turn
theadjusterallthewayinandbackoutone
turn.
Tightenthelocknuttothespecifiedtorque:
3.0lbf·ft(4.0N·m,0.4kgf·m)
Installthedustcoverandmakethe
adjustmentwiththeloweradjuster.

(1)dustcover (+)increasefreeplay
(2)locknut (–)decreasefreeplay
(3)adjuster

(1)freeplay

Inspection
Checkfreeplay(1).
Freeplay:1/8–3/16in(3–5mm)
Ifnecessary,adjusttothespecifiedrange.

UpperAdjustment
Minoradjustmentsaregenerallymadewiththe
upperadjuster.


