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ValveClearance

(13)

(14)(17)

(16)

(15)

(13)camchain (16)“∆” marks
(14)camsprocket (17)“OUT” mark
(15)timingmarks

7. Installthecamchain(13)onthecamsprocket
(14)whilealigningthetimingmarks(15)on
thecamsprocketwiththe “∆”marks(16)on
thecamshaftholder,theninstallthecam
sprocketonthecamshaft.

Installthecamsprocketwithits “OUT”mark
(17)facingout.

Donotletthesprocketandcamchainfallinto
thecrankcase.

NOTICE

(18)

(18)camsprocketbolts

8. Cleanandapplylockingagenttothecam
sprocketboltthreads.

9. Tightenthecamsprocketbolts(18)
alternatelytothespecifiedtorque:
15lbf·ft(20N·m,2.0kgf·m)

Donotlettheboltsfallintothecrankcase.

NOTICE

(20)

(19)

(19)decompressorweight
(20)returnspring

11. Cleanandapplylockingagenttothebolt
threads(coatingwidth:0.26± 0.04in(6.5±
1mm)fromtip).

12. Installthestopperplate(21)andtightenthe
bolt(22)tothespecifiedtorque:
7lbf·ft(10N·m,1.0kgf·m)

10. Installthedecompressorweight(19)and
returnspring(20)asillustratedbelow.

(21)
(22)

(21)stopperplate (22)bolt

(cont’d)


