
CoolingSystemInspection

1. Checkthecoolingsystemforleaks(seethe
HondaServiceManualfortroubleshootingof
leaks).

2. Checkthewaterhoses(1)forcracks,
deterioration,andhoseclampsbandsfor
looseness.

3. Checktheradiatormountforlooseness.
4. Makesuretheoverflowhose(2)isconnected

andnotclogged.
5. Checktheradiatorfinsforclogging.
6. Checkthebleedhole(3)belowthewater

pumpcover(4)forleakage.Checkforsigns
ofsealleakage.A smallamountof“weeping”
fromthebleedholeisnormal.SeetheHonda
ServiceManualorconsultyourdealerfor
replacingthewatersealortheoilseal.Both
sealsshouldbereplacedatthesametime.

CoolantReplacement

RefertoSafetyPrecautions onpage19.

Coolantshouldbereplacedbyyourdealer,unless
youhavethepropertoolsandservicedataand
aremechanicallyqualified.RefertotheHonda
ServiceManual(page148).

Toproperlydisposeofdrainedcoolant,referto
You&theEnvironment,page130.

Improperdisposalofdrainedfluidsisharmfulto
theenvironment.

NOTICE
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Coolant

WARNING
Removingtheradiatorcapwhilethe
engineishotcancausethecoolantto
sprayout,seriouslyscaldingyou.

Alwayslettheengineandradiatorcool
downbeforeremovingtheradiatorcap.
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