
Adjustmentsfor Competition 103

Rear SuspensionDamping

CompressionDamping
Compressiondampingcanbeadjustedwiththe
adjusterlocatedontherearshockabsorber's
reservoir.
Thecompressiondampingadjusterhas3turnsor
less.

Toincreasedamping,turntheadjusterscrew
clockwise.

Todecreasedamping,turnthescrew
counterclockwise.

(1)compressiondampingadjuster (3)referencemark
(2)punchmark

Toadjusttothestandardposition:
1. Turnthecompressiondampingadjuster(1)

clockwiseuntilitwillnolongerturn(lightly
seats).Thisisthefullhardposition.

2. Turntheadjustercounterclockwise1–11/4
turns,andmakesurethatthepunchmark(2)
ontheadjusteralignswiththereferencemark
(3)ontheshockabsorber.

ReboundDamping
Therebounddampingadjuster(1)islocatedat
thelowerendoftheshockabsorber.
Therebounddampingadjusterhas3turnsor
less.

Toincreasedamping,turntheadjusterscrew
clockwise.

Todecreasedamping,turntheadjusterscrew
counterclockwise.

(1)rebounddampingadjuster (3)referencemark
(2)punchmark

Toadjusttothestandardposition:
1. Turntheadjusterclockwiseuntilitwillno

longerturn(lightlyseats).Thisisthefullhard
position.

2. Turntheadjustercounterclockwise3/8–5/8
turns,andmakesurethatthepunchmark(2)
ontheadjusteralignswiththereferencemark
(3)ontheshockabsorber.
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